
JEICO JREMO 8KV 무선원격조종기
 명 :   원격제어기모델 : JREMO 8KV

 설 치 장 소 :   공    급    자 :  

산 안 검 사 서 류

1. JREMO 8KV 송신기 도면

2. JREMO 8KV 수신기 도면

3. JREMO 8KV 회로도

4. JREMO 8KV 사용 설명서

5. JREMO 8KV 정보통신기기 인증서

6. JREMO 8KV IP등급

JEICO®(제이코)는 첨단 산업용무선원격조종기의 대명사입니다

                                      JREMO 8KV 산안목차
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JEICO JREMO

송신기 JREMO 8KV TX

JREMO 8KV
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주1 : 버튼 스티카는 예고없이 달라질 수 있음.

주2 : 수신기 주(MAIN)회로 이중 안전 릴레이 형식의 경우 모두 RX 3 수신기를 적용.

주3 : 모델명 세목 부표(Suffix A, B, C, M 등) 명기 없을 경우 단동 8점식 A를 원칙으로 함.

주4 : 상부 및 하부 보호대와 후면 걸개(호크)는 선택사항임.
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AA건전기 캡

      버튼형식에 따른 JREMO 8KV 분류

     모  델  명      버 튼  형 식

 JREMO 8KV A    크레인용 단동 8점식

 JREMO 8KV B    크레인용 3쌍 복동식

 JREMO 8KV C    상하크맆 2단 7점식

 JREMO 8KV M    특장차용 단동 8점식

     적용 수신기:JREMO RX 2 => A,C
                 JREMO RX 3 => B,M
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상부 보호대

하부 보호대

(옵션)

(옵션)

재  질: Nylon Fiber

색  상: 노랑색(상부),검정색(하부)

무  게: 건전지 포함 약 355 Gr

보호 등급: IP55

모    델

형    식

전    원

주 파 수

전파인증

JREMO 8KV

P.L.L.

AA 1.5V 건전지 x 4EA

21(173.025~173.275MHz), 14(173.625~173.7875MHz)

MSIP-CRM-JEI-JREMO-8KV



JREMO-RX2_R6

JEICO JREMO

수신기 JREMO RX2

케이블 사양 추가, 보호등급 수정

케이블 사양 A+ 추가

JREMO    RX2

JEICO

형      식 : MAIN LAMP ON RX

재      질 : Nylon Fiber

색      상 : 노랑색(상부), 검정색(하부)

크      기 : RX 2, 90 mm x 152 mm x 105 mm

무      게 : 케이블 및 설치판 포함 약 950 Gr

보호  등급 : IP 66

수신회로 명판

케이블 사양 JREMO 6P 추가, 수신명판 명기

케이블 사양 변경

케이블 사양 10EX 추가

Fixing Plate(Clamp type)

신규 부라켓 채택

주: Fixing Plate는 Clamp type 또는 Seat type으로 옵션공급품임.

Fixing Plate(Seat type)



JREMO-RX3-1_R3

JEICO JREMO

수신기 JREMO RX3

케이블 사양 수정

케이블 사양 추가, 보호등급 수정

JREMO    RX3

JEICO

형      식 : MAIN LAMP ON RX

재      질 : Nylon Fiber

색      상 : 노랑색(상부), 검정색(하부)

크      기 : RX 3,  90mm x 215mm x 105mm

무      게 : 케이블 및 설치판 포함 약 1,350 Gr

보호등금 : IP 66

회로도 명판

케이블 사양 10EX 추가



JEICO JREMO 8K/8KV A  회로도 Rev.5

 명 :   원격제어기모델 : JREMO 8K
 설 치 장 소 :   공    급    자 :  

크레인 호이스트용(메인제어회로 있음) 단동 8점

번호표시 등색 18 Core Cable

TX 송신기

 

   ■ 송수신기 외형 및 크기

-TX : 173 x 62 x 46 mm, 약355 Gr.

-RX2: 90 x 152 x 105 mm, 약950 Gr.(케이블 및 설치판 포함 중량)

-IP 등급 : IP55(TX), IP66(RX)                                       RX2 수신기

   ■ 기동 설정 표준 : EMS UP ⇨ KEY ON 기동

옵션 : EMS UP ⇨ KEY ON ⇨ 비밀번호(또는 시작버튼) 기동       

   ■ 케이블 사양 : 0.75 SQ, 600VAC, 약1.7M, 18 CORE 번호케이블

   ■ RELAY SPEC. :“A”CONTACT, 250VAC/5A, 125VAC /10A

(MAIN RELAY 흑색 오픈 점퍼는 “B"접점 용으로 옵션)

   ■ FUSE (20MM 유리관 휴즈) 1A(F1),10A(F2)

   ■ 입력전원 : AC 100 ~ 240V 50/60Hz Free Volts (AC48V,380V,440V등은 옵션)

DC용은 DC전용기판을 사용한 별도 모델 JREMO 8KM이 있음(수신기 RX3사용).

   ■ 수신기 동작 표준 설정 : 비 작동 시 수신기 1시간 후 비상회로 AUTO OFF.

   ■ DC 비상 전원장치 연결요령 

16번과 18번 선을 외부 DC 비상전원장치에 연결하고

수신기 내부에서 DC입력단자(옵션설치)에 연결 사용.

   ■ COMBI. (옵션) 기능 사용용도

BRAKE OPEN(Normal 설정), Alarm(Normal 설정), 조명(토글설정), 등 추가기능용도로 

상하 버튼을 동시 눌러 사용.

※ 모델명 부표 중 “V”는 VHF 대역 용도이며, 수신회로 스티커는 8KA로 통합 명기함.

JEICO®(제이코)는 첨단 산업용 무선리모콘의 대명사입니다
JREMO 8K A 회로도 R5



JEICO JREMO 8K/8KV B 회로도 Rev.3a

 명 :   원격제어기모델 : JREMO 8K
 설 치 장 소 :   공    급    자 :  

크레인 호이스트용(2중메인제어회로) 복동 8점

번호표시 등색 24 Core Cable

   6복동: 8KB

      RX3 수신기

   ■ 송수신기 외형 및 크기

-TX : 173 x 62 x 46 mm, 약355 Gr.

-RX3: 90 x 215 x 105 mm, 약1,350 Gr.(케이블 및 설치판 포함 중량)

-IP 등급 : IP55(TX), IP66(RX)

   ■ 기동설정 표준 : EMS UP⇨KEY ON 기동

옵션 : EMS UP⇨KEY ON⇨ 비밀번호(또는 임의버튼) 기동

   ■ 케이블 사양 : 0.75 SQ, 600VAC, 약1.7M, 24 CORE 번호케이블

   ■ RELAY SPEC. : “A”CONTACT, 250VAC/5A, 125VAC /10A

   ■ FUSE (20MM 유리관 휴즈) 1A(F1), 10A(F2)

   ■ 입력전원 : AC 100 ∼ 240V 50/60Hz Free Volts (AC48V,380V,440V등은 옵션)

  DC용은 DC전용기판을 사용한 별도 모델 JREMO 8KM이 있음

   ■ 수신기 동작 표준 설정 : 비 작동 시 수신기 1시간 후 비상회로 AUTO OFF.

   ■ 8 복동의 경우 상위 모델 JREMO 10K D를 사용.

※ 모델명 부표 중 “V”는 VHF 대역 용도이며, 수신회로 스티커는 8KB 로 통합 명기함.

JEICO®(제이코)는 첨단 산업용 무선리모콘의 대명사입니다
JREMO 8KB 회로도 R3



JEICO JREMO 8K/8KV C 회로도 Rev.4a

 명 :   원격제어기모델 : JREMO 8K
 설 치 장 소 :   공    급    자 :  

크레인 호이스트용(메인제어회로 있음) 상하크립 8점

번호표시 등색 18 Core Cable

TX 송신기

   ■ 송수신기 외형 및 크기

-TX : 173 x 62 x 46 mm, 약355 Gr.

-RX2: 90 x 152 x 105 mm, 약950 Gr.(케이블 및 설치판 포함 중량)

-IP 등급 : IP55(TX), IP66(RX)                                        RX2수신기

   ■ 기동 설정 표준 : EMS UP ⇨ KEY ON 기동

옵션 : EMS UP ⇨ KEY ON ⇨ 비밀번호(또는 시작버튼) 기동

   ■ 케이블 사양 : 0.75 SQ, 600VAC, 약1.7M, 18 CORE 번호케이블

   ■ RELAY SPEC. : “A”CONTACT, 250VAC/5A, 125VAC /10A

(MAIN RELAY 흑색 오픈 점퍼는 “B"접점 용으로 옵션)

   ■ FUSE (20MM 유리관 휴즈) 1A(F1),10A(F2)

   ■ 입력전원 : AC 100 ~ 240V 50/60Hz Free Volts (AC48V,380V,440V등은 옵션)

   ■ 수신기 동작 표준 설정 : 비 작동 시 수신기 1시간 후 비상회로 AUTO OFF.

   ■ DC 비상 전원장치 등 추가 연결을 위하여는 CABLE을 20 CORE로 교체 사용(옵션).

※ 모델명 부표 중 “V”는 VHF 대역 용도이며,

   수신회로 스티커는 8KC로 통합 명기함.

JEICO®(제이코)는 첨단 산업용 무선리모콘의 대명사입니다
JREMO 8K C 회로도 R4a



JEICO JREMO 8K/10K M 회로도 Rev.3a

 명 :   원격제어기모델 : JREMO 8K,10K
 설 치 장 소 :   공    급    자 :  

특장차 DC전용(2중메인제어회로) 단동 8점, 10점

번호표시 적색 16 Core Cable

JREMO 8K JREMO 10K

      RX3 수신기

   ■ 송수신기 외형 및 크기

-TX : JREMO 8K M  : 173 x 62 x 46 mm, 약355 Gr.

-TX : JREMO 10K M : 193 x 62 x 46 mm, 약395 Gr.

-RX3: 90 x 215 x 105 mm, 약1,350 Gr.(케이블 및 설치판 포함 중량)

-IP 등급 : IP55(TX), IP66(RX)

   ■ 기동설정 표준 : EMS UP⇨KEY ON 기동

옵션 : EMS UP⇨KEY ON⇨ 비밀번호(또는 임의버튼) 기동

   ■ 케이블 사양 : 0.75 SQ, 600VAC, 약1.7M, 16 CORE 번호케이블

   ■ RELAY SPEC. : “A”CONTACT, 24VDC/15A, 120VAC /15A

   ■ FUSE (20MM 유리관 휴즈) 5A(F1), 20A(F2, F3, F4)

   ■ 입력전원 : DC 12 ∼ 24V Free Volts (∼DC48V는 옵션)

   ■ 수신기 동작 표준 설정 : 비 작동 시 수신기 1시간 후 비상회로 AUTO OFF.

  

JEICO®(제이코)는 첨단 산업용 무선리모콘의 대명사입니다
JREMO 810KM 회로도 R3a



JREMO 8K/10K/14K
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JREMO 14K

    JREMO 8K  A  (RX2)

JREMO 8K
JREMO 10K
JREMO 14K

JREMO 8EX
JREMO 10EX

8K
8EX

10K
10EX 14K
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D

M

A+



JREMO 8K, JRMEO 8EX

JREMO 8K, 8EX

8EX Tx

JREMO 8K(8EX) A

JREMO 8K(8EX) C

 JREMO 8K(8EX) B

JREMO 8K(8EX) M

JREMO 8EX 

JREMO 비밀번호 설정 및 해지 방법



JREMO 8EX 8K 8K .

JREMO 8K A, JRMEO 8EX A 

JREMO 8K C, JREMO 8EX C 

JREMO 8K(8EX) A



JREMO 8K(8EX) B      JREMO 8K(8EX) M

JREMO 8K(8EX) B JREMO 8K(8EX) M

RX3

JREMO 8K(8EX) B   JREMO 8K(8EX) M



JREMO 10K, 10EX

JREMO 10K, 10EX

JREMO 10EX

JREMO 10K(10EX) A

JREMO 10K(10EX) C

 JREMO 10K(10EX) B

 JREMO 10K(10EX) D

JREMO 10K(10EX) M

JREMO 10K(10EX) A+

JREMO 비밀번호 설정 및 해지 방법



JREMO 10K(10EX) A,B,C,D JREMO 10K(10EX) M

JREMO 10K(10EX) A~D JREMO 10K(10EX) M

RX3

JREMO 10K A 

      JREMO 10EX A .

상하 동서

JREMO 10K(10EX) A~D 상하상하동서남북 하



JREMO 10K A+ 

JREMO 10K(10EX) 

상하

 : 10K A+ RX2 START 

      A+B (Relay) . A+B START 

      10K A(RX3) .

JREMO 10K A
JREMO 10K A+
JREMO 10K M

JREMO 10K C

JREMO 10K B

10EX
JREMO 10K D     



JREMO 14K

JREMO 14K

JREMO 14K A,C

JREMO 14K A,C

 JREMO 14K B

JREMO 14K D

JREMO 14K M

JREMO 비밀번호 설정 및 해지 방법



JREMO 14K A, JREMO 14K C ( )

JREMO 14K A .

JREMO 14K 
JREMO 14K B .



JREMO 14K A,B,C,D & JREMO 14K M

JREMO 14K A,B,C,D JREMO 14K A,C,M

RX4

    JREMO 14K    RX 4









JREMO 리모콘 현장 복사 요령서
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Cert켄lcateTesting
Certificate No.KoreaMu:ine펴Jip뼈π

Research Institute
짧뇨
를등순 생철篇떨￡‘

뺏鷹줬KOMERI-0306-12Tl381
435 Haeyang-ro Yeongdo-gu Busan 606-S06 Korea
(Tel:+S2-5l-400-5000Fax:+S2-5l-400-5091) Page ( 1 )/( 6 )Pages

1.Applicant

: JElCO

o Address: 664-9 ，Jeonpo 2-dong ，Busanjin-gu ，Busan ，Korea

o Date of Receipt: 2012.

。Company Name

9. 11

2. Equipment under Test

o Name of Product: JREMO 8K TX

o Model : JREMO 8K

。Serial No. : -

Degrees of protection provided by enclosures3. Test Standanls : IEC 60529:2001

4. Pmpose of Test: For Submission

9. 12 ~ 2012. 9. 135. Test Period : 2012.

6. Environment

( 66 土 5 ) % R.H.: ( 26.0 士 2.0 ) °C ，Relative Humidityo Temperature

7. Test Result: Confonnity

The result shownin this test report refer only to thε S없nple(s)tεstedunlessotherwisestatεd.This Test Report
cannotbε rεproduced，excεpt in full ---------------------------------------------------

(S짧tu캡
Tested by I ~ I Technical Manager ...，

、? /----L，1 키
Name: Seungbo Moo흉i뚫.tu짧 1 Name: Il-때.

Affirmation

test results by Korea Laboratory AccreditationThis test certificate is the accredited

Scheme，which signed the ILAC-MRA.

2012. 9. 24

Accredi빼 by KOLAS，Re뼈bUc of KC뻐EA

The President of Ko 뼈 뻐 ine 뼈npment Res職b Insti행훌雖짧
2012. 03. 14
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쩍활숱뜰휴샘

룻릎§뚫9
Certificate No.

KOMERI-0306-12T1381Test Result
Page( 3 )/( 6 )Pages

GENERAL

~ Same as the Applicant• MANUFACTURER

JEICO

664-9，Jeonpo 2-dong，Busanjin-gu ，Busan，Korea

Company Name

Address

• TEST sm엠1ARY

ResultTest StandardTest ItemNo.

IEC60529:2001

Confonnity
Degrees of protectionTEST FOR INGRESS

1
provided by enclosures

(IPCode)

PROTECTION αP55)

2012. 03. 14
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〔’ertificateTesting
Certificate No.Km없뼈rine뼈U(IlEnt

Research Institute
짧월
를듣F 쩍鋼술篇&‘

뺏鷹臺
KOMERI-0306-12T976

435 Haeyang-ro Yeongdo-gu Busan 606-806 Korεa
(Tel:+82-51-400-5000Fax:+82-51-400-5091) Page ( 1 )/( 6 )Pages

1.Applicant

: JEICO

o Address : 664-9 ，Jeonpo 2-dong ，Busanjin-gu ，Busan ，Korea

o Date of Receipt: 2012. 7. 9

。Company Name

2. Equipment under Test

8K RX2o Name of Product: JREMO

。Model: JREMO RX2

o Serial No.

Degrees of protection provided by enclosures3. Test Standards : IEC 60529:2001

4. Pmpose of Test: For Submission

nu-
-
-
i

5. Test Period: 2012. 7. 9 ~ 2012. 7.

6. Environment

( 68 土 5 ) % R.H.°C ，Relative Humidity: ( 24.5 土 2.0 )。Temperature
7. Test Result: Confonnity

ηle result shownin this test report refer only to the sample(s)testedunlessothεrwisestated.ηlis Test Report
C없mot bε reproducεd，excεpt in full ---------------------------------------------------

Technical Manager

Name짧백r셋
Tested by

Affirmation Name : Jihoon Yu

test results by Korea Laboratory AccreditationThis test certificate is the accredited

Scheme，which signed the ILAC-MRA.

2012. 7. 10

AccJ'e(펴ted by KOlAS，Rept뼈ic of KC없EA

ThePre와빼of Korea :Marine찌npment Rese없 h Ins1i빼훌빼빼ι
2012. 03. 14
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졌쯤숱숱뿔、

뺏鷹臺
Certificate No

KOMERI-0306-12T976Test Result
Page( 3 )/( 6 )Pages

GENERAL

~ Same as the Applicant� MANUFACTURER

JEICO

664-9，Jeonpo 2-dong，Busanjin-gu ，Busan，Korea

Company Name

Address

� TEST SUMMARY

ResultTest S없ndardTest ItemNo.

Co바onnity

IEC60529:2001

Degrees of protectionTEST FOR INGRESS

PROTECTION (IP66)
1

provided by enclosures

(IPCode)

2012. 03. 14
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Testing C’'ert했cαte
짧a
를듣F

Klreal\'hine빼피m빠n
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1. Applicant

。Company Name : JEICO

。Address 664-9 ，Jeonpo 2-dong ，Busanjin-gu ，Busan ，Korea

。Date of Receipt 2013. 1.28

2. Equipm 밍It under Test

。Name of Product: JREMO RX3

。Model : JREMO RX3

。Serial No. -

3. Test Standards : lEe 60529:2001 Degrees of protection provided by enclosures

4. Pmpose of Test: For submission

5. Test Period : 2013. 4. 11 ~ 2013. 5. 7

6. Environment

。Temperature : ( 18.0 士 2.0 ) °C ，Relative Humidity : ( 46 土 5 ) % R.H.

7. Test Result : Confonnity αP66)

The result shown in this test repoπ refer only to the sample(s)tested unless otherwisestated‘This Test Repoπ
cannotbe reproduced，except in full ------------------------------------------------

Tested by '-__ ι I Technical Mana!!e
Affirmation I ~T~~-_- .-: '-- 1\K_~좌 ';}-~αI_l.ecnmca~ ~Vlanag~~ 커 씨「 커

me Seungbo Mo~n\(S 끊돼&야!jI Name ll-kwon KnW' (SiQfu(tur~)

This test certificatε is the accredited test results by Korεa Laboratory Accreditation

Scheme，which signed the ILAC-MRA

2013. 5. 9

Ace뻐tited by KOIAS，R빼뼈ic of KOREA

The Pres띠따of Korea N뻐뻐e 뼈띠 :pmentRes뻐xh Ins빼蟲藏짧ι
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Test Result
Certificate No.

KOMERI-0306-13Tl44
생훨술篇￡i

尋뤘못및Page( 3 )/( 6 )Pages

GENERAL

• MANUFA CfURER 딩 Same as 1he Applicant

No. Test Standard Result

KOMERI- p- 24-01 (11)

Confonnity

Company Name : JEICO

Address 664-9，Jeonpo 2-dong ，Busanjin- 밍1，Busan，Korea

• TES’I‘SUl\메IARY

Test Item

1 1P66
IEC60529:2001 De윌-ees of protection

provided by enclosures σP Code)

2012. 03. 14
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